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1. PROVIDE INFECTION CONTROL PRECAUTIONS / CONTAINMENT SYSTEM AS
REQUIRED BY HOSPITAL INFECTION CONTROL REPRESENTATIVE FOR ALL AREAS
OUTSIDE THE LIMIT OF WORK. I I i
Type of Construction / Project Activity Table
Inspection and Non-Invasive Activities
Includes, but is not limited to:
TYP E A - removal of ceiling tiles for visual inspection limited to 1 tile to 50 square feet
- painting (but not sanding), wall covering
- electrical trim work, minor plumbing, and activities which do not generate dust or require cutting of walls or access to ceilings other than for visual inspection
Small scale, short duration activities which create minimal dust
TYP E B Includes, but is not limited to:
A B 1 1 12 C D - installation of telephone and computer cabling
- access to chase spaces
: 8 > . =1 e . hef | CR A AND PH ASlN G KEYN OTE S - cutting of walls or ceiling where dust migration can be controlled
o %j Work that generates a moderate to high level of dust or requires demolition or removal of any fixed building components or assemblies
I | | @ PROVIDE TEMPORARY CONSTRUCTION/INFECTION VESTIBULE PER PARTITION ] o
( T TYPE SEE SHEET AE621. PARTITION TO EXTEND TO UNDERSIDE OF DECK. Includes, but is not limited to:
E— e ) - .
| | = @ PROVIDE TEMPORARY DOOR WITH GASKETING TO PREVENT THE MOVEMENT TYPE C - sanding of walls for painting or wall covering
\ \ i OF DUST. - removal of floor coverings, ceiling tiles and casework
- new wall construction
© I i
| ¢ | | | gP @ NOT USED. - mir]or duct.work qugleclrical work above ceilings
| o] | ; - major cabling activities
\ @ CLOSE AND LOCK DOOR TO PREVENT THE MOVEMENT OF DUST. - any activity which cannot be completed within a single work shift
6 o _ £ STAR ‘
L | | MECHANICAL = @ PROVIDE METAL CHAINLINK FENCE AND GATE TO CONTAIN CONSTRUCTION ] B , ,
| | I RoOM > ZONE. MOUNT VA SIGNAGE REQUIREMENTS PER DETAILS F2/GI001 AND Major demolition and construction projects
_-46 IC4 F4/GI001. REFER TO CIVIL DRAWINGS FOR MORE INFORMATION.
D | o | | Includes, but is not limited to:
D | O] | - activities which require consecutive work shifts
| ] | - requires heavy demolition or removal of a complete ceiling system
| | - new construction
I o | ALTERNATES
Q . .
Q 1 - i 0 Patient Risk Group Table
4 - == i |
HH Add Altenate 1 | Group 1 Group 2 Group 3 Group 4
Construction and fit out of therapy pool, mechanical area (1-606), pool enclosure (1- . . . . . . .
3 6 o . o | — | L | 603), associated roofing, specialty equipment housed within the pool area, doors 600B, LOW R| Sk Med|u m R| Sk H |gh R| Sk H |g hes'[ R| Sk
' i It 603, 604B, and sidelight 604 are all alternate.
i , - Office areas (non-clinical) - Cardiology - Emergency Room - All Operating Rooms including
Mechanical sheets: MH111, MH401, MH503, MH504, MP101, MP111 (all mechanical - Echocardiology - Post Anesthesia Labor and Delivery
work related to therapy pool) - Endoscopy - Gl - Care Units - Anesthesia and Pump areas
) , - Physical Therapy - Labor and Delivery - Central Equipment/Sterile Supply
Plumbing sheets: PP101, PP111, PP112, PP113, PP301, PP302 (all plumbing work - Radiology/MRI - Pediatrics - Cardiac Catheterization and
related to therapy pool) - Nuclear Medicine - Admission/Discharge area - Angiography Areas
) - Respiratory Care (except - Laboratories - Interventional Radiology
Electrical sheets: ED101, E-102, E-103, E-104, E-105, E-601, E-603, E-604 and bronchoscopy area) - Pharmacy - Radiation Oncology
BASEMENT PHASING AND ICRA PLAN FA102 (all electrical work related to therapy pool). - Cafeteria - Inpatient units - AllIntensive Care Units
Cl 1/16" = 10" o B ) ) B - Outpatient areas- clinics and offices (not otherwise specified) - Newborn Nurseries, including NICU
-4 Base hid to include demolition of mechanical unit, slab, and fence (D8); demolition of (exception: transplant and oncology) at all AEHN locations - Dialysis Unit
concrete ramp and canopy (D2, D7, D11); demolition of exterior door near column G4 - Oncology - inpatient & outpatient
and subsequent infill of exterior wall. - Transplant - inpatient & outpatient
- Pharmacy Admixture
- Negative Pressure Isolation Rooms/areas
(including bronchoscopy area)
Infection Control Matrix - Class of Precautions: Construction Project by Patient Risk
Construction Project Type
Patient Risk Group TYPEA | TYPEB | TYPEC | TYPED
LOW Risk Group 1 | | | 11\
MEDIUM Risk Group 2 | [ I
HIGH Risk Group 3 | I v v
- ] HIGHEST Risk Group 4 Il 1Y v \
| ~cs) p
] . 1 Note: Infection Control approval will be required when the Construction Activity and Risk Level indicate that
EVXSE%ON A%'X'JY Class Ill| or |Class IV] control procedures are necessary.
[t | [ ] ~
: () ltis the C SR ibili ide the following Infection Control P '
~ B ca) t 1S the Contractor's Responsioility to provide the tollowing Intection Control Precautions
=l I I
N . ) ) ) ) . /1 depending upon the Area Class Designation
I E] T 7\1 — 7\1 — 7\1 — 7u T 7u — 7u T 7\17 — 1y o
™~ S A P IO rIT 0 { During Construction Project Upon Completion of Project
)l ;Dj — | up R B . o
U OFFICE EXAM EXAM LG T = MEN S=—=]
; . D — N SHOWER/ o [-] - 1. Execute work by methods to minimize raising dust from construction operations. | 1. wipe surfaces to remove dust.
— —T e ——| OCKER=— B DN —1 2. Immediately replace a ceiling tile displaced for visual inspection.
SOILED 0 : - . | OFFICE 1605 - STAR &)
CORRIDOR 1-604 1-136
14 ; : Po0L il o | 1] [\/
i N i £ V\};EITGI%T [ 1. Includes all activities required by Class | 1. Wipe work surfaces with disinfectant.
INp— EXAM EXAM [ R CORRIDOR % E CONDITIONING 2. Provide active means to prevent airborne dust from dispersing into 2. Contain construction waste before transport in tightly covered containers.
1113 1115 I [ 1600 | 1501 - atmosphere. 3. Wet mop and/or vacuum work area with HEPA filtered vacuum before leaving
] UL | | | a | | I _\ ) [ a0 ] [ st ] - 3. Water mist work surfaces to control dust while cutting. work areas.
r , C U f ; ; h N " TWoMEN'S BEE o i % 4. Seal unused doors with duct tape. 4. Remove isolation of HVAC system in areas where work is being performed.
o o(h?/IDEN%* BT8TBTA LILETL N N A | L“A NDRY SHOWER/ —H < 5. Block off and seal air vents.
OFFICE TOLET | A - - RN . - {LOCKER of 1 6. Replace adhesive walk-off mats at entrance and exit of work area. Replace
} 1109 | 11068 1 [ ***** B T 1601 | ® &) used mats in accordance with manufacturer's recommendations.
, — - = — o — = P~ - [ — [ H CORRIDOR iil 7. Remove or isolate HVAC system in area where work is being done to prevent
] N4 o~y | [ e m— < - - el = = HEL L — [1135 ] = c contamination of duct system.
—_— BEDROOM \ﬁ[ [ 1 ProsTHETICS CLST. CLEAN_ \
AN \ -1-802 7 OFFICE | | | ORTHOTICS /_[ 1-126 OFFICE ~HOLD =
DN T \ESTRULE . > W u STORAGE MHOLT. L ][R ! &
L 107 REGISTRATION OTCLINC& = 1-701B CLINIC 1 ~i Q | 1. Includes all activities required by Class Il 1. Remove barrier materials carefully to minimize spreading of dirt and debris
| 51105 || TREATMENT | 1-701] | - 1 =i - 2. Obtain Infection Control Permit from Hospital Safety Officer or Facilities associated with construction.
DN i MAIN BATHROOM STORAGE CORRIDOR | Management Maintenance and Engineering department before construction 2. Contain construction waste before transport in tightly covered containers.
DN } WAITING | N (OT CLINIC) 1130 FCELECTRICAL . RECEIVING/ a begins. 3. Cover transport receptacles or carts. Tape covering.
u - ROOM,~ T 7 OFFICE vo ][ JISTAFFTLT. . , - . .
1106 | | ] - b STORAGE =~/ 1503 |, IREATMENTH HSKP| JI==omy — 3. Remove or isolate HVAC system in area where work is being done to prevent 4. Vacuum work with HEPA-filtered vacuums.
KlTAEIEN : A — (— ”\ 5 M - m&%@h 1123 o - contamination of duct system. 5. Wet mop with disinfectant.
\ /ﬂ < LASNDR 5‘ i E— ng?ﬂz')ﬁ(':%s\% i KILN/ ) 4. Complete all critical barriers before construction begins or implement control 6. Remove isolation of HVAC system in areas where work is being performed.
} STORAGE ’(%%RL/?I\(IEIE) SLURRY CORRIDOR % - 2 cube method.
(PT CLINIC) 115 | ROOM 1 5. Maintain negative air pressure within work site utilizing HEPA-equipped air
I — \_,—‘ [ 1-181] | N O filtration units.
I — R A (== i — a '@.}Q =i i _ _ . _
1 ] EXELEC, | = | [[J | \L Vielin 6. Contain construction waste before transport in tightly covered containers.
} CORRIDOR RM TECH RECE'V'Ni 7. Cover transport receptacles or carts. Tape covers.
OFFICE WAITING 1121 ||| WAITING g TECHNICIAN'S 'ch)lLPDP'm% 8. Wet mop and/or vacuum with HEPA filtered vacuum before leaving work areas.
o — \ P PRIV, dili - 1 | RECEPTION WORKROOM 14168 | SHARED 9. Remove isolation of HVAC system in areas where work is being performed.
O W:H'IBN& lcLST! TREATMENT [|— ‘ PT.TLT. PTTLT. ‘ 1401 J“ -1-416 g OFFICE
- , OFFICE _ 1-404 ] 1412
e JMENS \ \ 100 | 130 [ ]]1-303] | || SUPPORT i == ﬂ V4 |
I TOILET I — — || | OFFICE
ADMIN. E:: o @%95 — igﬁ\ﬁ% = Includes all activities required by Class Ill Remove barr?er materials_ carefully to minimize spreading of dirt and debris
OFFICE = EQUIPMENT ] _ [ [ Obtain Infection Control Permit from Hospital Safety Officer or Facilities associated with construction. o '
u | \H J ﬂ/ kﬂ[ ’ﬂj Management Maintenance and Engineering department before construction Contain construction waste before transport in tightly covered containers.
1 | | 1 TREATMEN TREATMENT begins. Cover transport receptacles or carts. Tape covering
CONFERENCE | [l 0 r e KINETﬂgéﬁgsAPY TREIAL';@ENTT [ t407 [T[Ty[ 1408 | TREIA IggENTT TTRElAmENT Isolate HVAC system in areas where work is being done to prevent Vacuum work area with HEPA filtered vacuums.
OFFICE ROOM 208 CLINIC —:QL L | h—‘ L j\—ﬁ contamination of duct system. Wet mop area with disinfectant after barriers are removed.
1402 | | W B = Bl J i ﬂ] G Complete all critical barriers or implement control cube method before Remove or isolate HVAC system in areas where work was being performed.
construction begins.
n — /ﬂ —1 | o LT —_ (=] —— = = . 1 Maintain negative air pressure within work site utilizing HEPA equipped air
3 3ﬁ filtration units.
[ Seal holes, pipes, conduits, and punctures appropriately.
[ Construct anteroom and require all personnel to pass through this room so
they can be vacuumed sing a HEPA vacuum cleaner before leaving work site
DN | _‘ | [ or they can wear cloth or paper coveralls that re removed each time they
¥ | — leave the work site.
EXISTING TUNNEL TO Al personnel entering work site are required to wear shoe covers. Shoe
BUILDING NO.S 7 AND 8 covers must be changed each ime the worker exits the work area.
Place adhesive walk-off mats at entrance to work area within anteroom.
; Replace per manufacturer's recommendations. Do not remove barriers from
work area until completed project is inspected each by the Hospital Safety
Officer, Facilities Management Maintenance and Engineering Department
FIRST FLOOR PHASING, ICRA AND ALTERNATES PLAN and thproughly cleaneq by the Hosplta! Environmental Serylces Depar'tment
F1 F— or their contracted Environmental Service Company Contain construction
1/16"=1-0 waste before transport in tightly covered containers.
Cover transport receptacles or carts. Tape covering
Vacuum work area with HEPA filtered vacuums.
Wet mop with disinfectant after barriers are removed.
Remove isolation of HVAC system in areas where work is being performed.
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